Cable - Tec Manufacturers Of High Performance Control Cables

Building a Part Number

_ofojofs| | 70 [ [ [ [

& Heavy Duty & Temperalul:e Range:
&  10-32 Rod Thread (M5 available) e
& 76mm (3") Bend Radii (HP) s te ¢ Ovwerall Length in MM
& 152mm (6°) Bend Radii {Solid Gore) & Low Backlash
& Applications: thrattle, choke, engine stop, & High ETTn:lsnr.y : L
fuel shut-off, latches. & Eonkd;'t CD'DWH:PC bl St Cable Travel Conduit fitting type:
ar arcon - & e . g . H
Gloss Black « HEFT2 (specified in inches) Bulkhead - 2
Clamp - 3
L oan L T
Indicate Desired Knob or Handle r *| .4y UNFR3L T
an Order. q&ﬁﬁ | - Cable t :
——=r T T ype:
100 o I p——— .
/ L = | 0 = Solid Core
© 170 INGZR ~ T/1620 INF2A .3 3:!5-7;. P | 88 1 = Hi-Performance
: b / ua am | TS0 UMD = . N
HEATTRS W -~ f P (o) | /16200 B 3 = HEFT2 (High performance & High Temperature)
. - S ——
) } T :
200
:sl:.E:'__l
— 105 e —_— e~
31 8
Notes:
- ——————————— OVERALL LENGTH IN MM — Eitting and hardware material for a 100.03XX7.LENGTH cable.
Conduit fittings:
S PECIFICATIONS
Travel . | Bulkhead End Clamp End Operating Loads Universal = Aluminium (used on all variants)
DIM “AAT G A I DIM "B~ DIM "C" DIM “D" Push Pull Bulkhead = Aluminium
MM Ineh)Y TMMAINEhY MMAInehy MM Inehl MM Alnehl | MMifIinehy Ka Ny Ka WY e T

Cable - Tec Manufacturers Of High Performance Control Cables
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Cable - Tec Manufacturers Of High P mance Control Cables

UNIVERSAL Building a Part Number

Heaauw D & Temperature Range: |

& vy Duty
a 1/4-28 Rod Thread (M6 availabls) -54 to +107°C Std. |
N . -54 to +149°C Heft2 O 1L th in MM
& 127mm (5°) Bend Radii (HP) " Low Backlash vera eng mn
& Applicat : S
pRitcations & High Efficiency
& Canduit Colaur: Cable Travel Conduit fitting type:
Dark Maroon - HP Cable Std. (specified in inches) Bulkhead - 2
Glosgs Black - HEFT2
Clamp - 3
Bulkhead and Clamp on same side -5
Indicate Desired Knob or Handle Cable type:
on Order. 1 = Hi-Perfoermance
P11 /40 NG ~8/1618 UHF2A o410 1404 3 =HEFT2 (High performance & High Temperature)
v 5 J

e —————

(50,83

1% l A" -
M i
Motes:
e — OVERALL LENGTH IN MM - Fitting and hardware material for a 100.04XX7.LENGTH cable.
Conduit fittings:
S PECIFICATIONS
Travel N i Bulkhead End Clamp End Operating Loads Universal = Aluminium
DIM " AA DM = AR Dim =B~ Dim =G DiM D~ Push Full Bulkhead = Aluminum
MM/Inch) | MMAIneh) mMMidneh) | MMiInch) MMiInch) | MM/Inch) Kag /(M) Ka. /(M) Clamp P T
P Aluminum
254 (1) 131.8(519) | 79.5(3.13) |131.81(5.19) 63.5 (2.50) 115.8 (4.58) 54.4 (533.9) 54.4 (533.9)
Hardware {(Nuts/WWashers): Steel with Zinc plate
50.8 (2) 121.8 (5.19) |[104.9 (4.00) 1826 (7.19) &89 (3.50) 166.6 (6.56) 54.4 (533.9) 54 .4 (533.9)
T6.2 (3) 131.8 (5.19) [130.3 (5.13) | 233.4 (9.19) 114.3 (4.50) | 217.4 (8.56) | 45.4 (444.9) 54.4 (533.9) Reds: Stainless Steel 303
101.6 (4) 182.6 (7.19) [185.7 (6.13) |284.2 (11.19) | 139.7 (5.50) [268.2 (10.56) | 36.3 (355.9) 54.4 (533.9)
127.0 (5) 182.6 (7.19) [181.1 (T7.13) |335.0 (12.19) | 165.1 (6.50) [319.0(12.56) | 27.2 (266.9) 54.4 (533.9)

Cable - Tec Manufacturers Of High Performance Control Cables
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ble - Tec Manufacturers Of High P mance Control Cables

ﬁ UNIVERSAL Building a Part Number

SERIES 0[o] [0]6

& Heavy Duty & Temparatura Ranga:
& 5/16-24 Rod Thread (M8 available) "S54 to +107°G Std. Overall Lenath in MM
& 177.6mm (7*) Bend Radii (HP) . [ o w 1At Hon2 g
& High Efficiency . ar
& Conduit Colaur: Cable Travel Conduit fitting type:
Dark Maroon - HP Cable Std. (specified in inches) Bulkhead - 2
Gloss Black - HEFTZ2 Clamp -3
175445
Indicate Desired Knob or Handle | )
on Order, I i J».-H 1 Cable: type:
o S ""I‘_\t. s I 1 =Hi-Performance
T1 o 5/1674 N2 6 5108 e A R N - 3 =HEFT2 (High performance & High Temperature)
i'r o\ f 030 ‘.5;— | 171616 ON-2h - murpon G40

- 188 w - .
(SRR H -
- OWVERALL LENGTH IN MM — -
Notes:
S PECIFICATIONS Eitting and hardware material for a 100.06XX7 LENGTH cable.
Travel p . Bulkhead End | Clamp End Operating Loads e o )
DIM “AAT G -aa DIM -8~ DIM "G~ DIM D" Push Pull Conduit fittings:
MM/Inch) | MM/{Inch) mmsineh) | MMi(inch) | MMi(nch) | MMiinch) Kg./(N) Kg. /(M)
25.4 (1) 131.8 (5.19) | 82.6 (3.25) | 139.7 (5.50) | 65.0 (2.56) |[122.2 (4.81) [102.1 (1001) | 102.1 (1001) Bulkhead = Alum|.num
Clamp = Aluminum
50.8 (2) 131.8 (5.19) |108.0 (4.25) | 190.5 (7.50) | 90.4 (3.56) [173.0 (6.81) |102.1 (1001) | 102.1 (1001)

Hardware (Muts/Washers): Steel with Zinc plate

76.2(3)  [131.68 (5.19) [133.4 (5.25) [ 241.3(9.50) | 115.8 (4.56) |223.6 (8.61) | 90.7(889.9) | 102.1 (1001)
1021 (1001) Rods: Stainless Steel 303

101.6 (4)  [182.6 (7.19) |158.8 (6.25) (202.1 (11.50) | 141.2 (5.56) |274.6 (10.81) | 79.4 (776.7)

127.0 (5) 182.6 (7.19) [184.2 (7.25) |342.9 (13.50) | 166.6 (6.56) [299.9 (11.81) | 65.0 (667.5) 102.1 (1001)

Cable - Tec Manufacturers Of High Performance Control Cables
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Cable - Tec Manufacturers Of Hig

mance Control Cables

Building a Part Number

DSERIES| o0 5 sl

a Light Duty & Temperature Range:
& Exposed Core -54 to +107°C Sid, o L ' th in MM
; 1dg° vera en in
& 7Gmm (3") Bend Radii (HP) . |.54 "; "i? ChHEf‘z g
& 152mm (6") Bend Radii (Selid Core) ow Backias cable T I
& T-Handle locks in any direction & High Emclencyl o a K e lrave Conduit fitling lype:
& Applications: Throttle, choke, engine & Conduit Colour: (specified in inches) Plain = 0
Stop. fusl shut-off, latches Dark Maraon - HP Cable Std. aln =
& Also available in quick disconnect form. Gloss Black - HEFT2 R . Bulkhead - 2
Conduit Size: Clamp - 3
0=7.9mm Dia. Std. Shoulder = 5
10 DU £25) . .
- LMk (e 075 20 2 =6.6mm Dia Light Duty
¢ e
1

= | _-.:,:._IE Cable type:

BN 33080 1 :

!,:ugsum 0 = Solid Core

ENEm F i

e inE ) 10Dt (251 1= Hi-Performance

- 3824 WAF-24 ool Cood 075 D0} 3
(20 = Marine

2
3=HEFT2 (High performance & High Temperature)
4 = Marine HEFT2

Notes:

Eitting and hardware material fora 100.3XX8X. LENGTH cable

PN 33085
FN 3508F

PN 33283 0 ) Canduil fittings:
| , | 5ckd Co 075 DU
| \ e e Universal = Aluminium
S = Bulkhead = Aluminium
'f"‘m; Clamp = Slainless Steel 303
PN 38085 Shoulder = Steel with Zinc plate
OVERALL LENGTH IN MM ——— e -
Hardware (Nuts/Washers): Steel with Zinc plate
Fitting and hardware material for a 200.3XX8X LENGTH cable.
S PECIFICATIONS
Traval DIM “AA" ‘ DIM "BB” Conduit fittings:
MM /{Inch) MMAInch) MM/Inch)
| Universal = Stainless Steel 303
76.2 133.4 ‘ 127.0 Bulkhead = Stainless Steel 303
(2.00) (5.25) (5.00) Clamp = Stainless Steel 303
Shoulder = Stainless Steel 303
127.0 184.2 203.2
(5.00) (7.25) ‘ (8.00) Hardware (Nuts/Washers): Stainless Steel

Cable - Tec Manufacturers Of High Performance Control Cables
Tel: 01623 440398 Fax; 01623 440142 E-mail: sales@cable-tec.co.uk



ance Control Cables

Positive Lock HD Building a Part Number

SERIES _ [o70] [o]3] s [ [ [ [ ]

a Heavy Duty & Tempsralul:e Range:
S Emeied Con S,
& 76mm (3*) Bend Radii (HP) & N °E Klash = Owverall Length in MM
& 152mm (8"} Bend Radii (Solid Core) N H'_""; Ezf'f A
& 10-32 Rod Thread (M5 available) . C'g Y t';'el”':”_ o
& T-Handle locks in any direction Graurt Letour: Conduit fitting type:
. . . Dark Maroon - HP Cable Std.
& Applications: Throttle, choke, engine Gloss Black HEFT2 Bulkhead - 2
Stop, fuel shut-off, latches Cable Travel Clamp - 3
e ieoa R i ey
\apRecIied i e =)

Cabie type:

0 = Solid Core
1 = Hi-Performance
3 = HEFT2 (High performance & High Temperature)
Notes:
- OWERALL LENGTH IN MM —_—_— -
Eitting and hardware material for a 100.03XX8.LENGTH cable.
Conduit fittings:
Travel OIM ,_Ah.' Bulkhead End [ Clamp End | Operaling Loads Bulkhead = Aluminum
DIM “AA" DIM “B” DIM “C~ DIM “D~ Push Pull Clamp = Stainless Steel 303
MM/(Inch) |MM/{Inch]) mmiineh) MM (Inch) MM/i(Inch) | MMf{inch) K f{M) Kg (M)
25.4 (1) 133.4 (5.25) | 76.2 (3.00) |125.5 (4.94) S8.7 (2.31) |108.0(4.25) | 27.2 (266.9) 27.2 (266.9) Hardware (Nuts/Washers): Steel with Zinc plate
50.8 (2) 133.4 (5.25) [101.6 (4.00) |176.3 (6.94) | 841 (3.31) |158.8(6.25) | 27.2 (266.9) | 27.2 (266.0) )
1 1 Rods: Stainless Steel 303
T6.2 (3) 133.4 (5.25) [127.0 (5.00) | 227.1 (B.894) | 109.5 (4.31) |209.6 (8.25) | 22.7 (222.5) | 27.2 (266.9)

101.6 (4) 184.2 (7.25) [152.4 (6.00) |277.9 (10.94) | 134.9 (5.31) R60.4 (10.25) | 18.1 {177.9) 27.2 (266.9)

127.0 (5) 184.2 (7.25) I1?T.8 (7.00) |328.7 (12.94) | 160.3 (6.31) |311.2(12.25) | 13.6 (133.5) 27.2 (266.9)

Cable - Tec Manufacturers Of High Perf ance Control Cables
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Building a Part Number

1000 [of4 [ J8] [ | | |

& Heavy Duty & Temr)eratul:‘e Range:
a 127mm (57) Bend Radii (HP} e
& 1/4-28 Rod Thread (M6 available) . . @ e en Overall Length in MM
. . ow Backlash
& T-Handle locks in any direction e Hiah Effici
& Applications: Throttle, choke, engine & Clg dui lélalncy- R
Stop, fuel shut-off, latches. onduit Colour: Conduit fltlll‘lg U"F}EZ
& Also available in quick disconnect form. Dark Maroon - HP Cable Std. Bulkhead - 2

Gloss Black - HEFT2

Cable Travel Clamp - 3
(specified in inches)

4O /48
(B8} [MF2

Cable type:

0= Solid Core

1 = Hi-Performance

3 =HEFTZ2 (High performance & High Temperature)

03— — o 1

L

- Notes:
OVERALL LENGTH IN MM -
Fitting and hardware material for a 100.04XX8. | ENGTH cable.
Conduit fittings:
Travel [ 0iuand Bulkhead End | Ciamp End | Operaling Loads | Bulkhead = Aluminium
DIM “AA” DIM =B~ DIM “C” DIM D" Push Pull Clamp = Aluminium
MM/{Inch) | MM/Inch) MMi(ineh) MMAInch) MMilnch) MMi{inch) Kag.f{MN} Ka /(N)
25.4 (1) 133.4 (5.25) | 79.5(3.13) [131.8 (5.19) | 63.6(2.50) |[115.8 (4.56) | 64.4 (534.4) | 54.4 (534.4) Hardware (Muts/Washers): Steel with Zine plate

50.8 (2) 1334 (5.25) [104.9 (4.13) |[182.6 (7.19) | 85.9 (3.50) [166.6 (6.56) | 54.4 (534.4) | 54.4 (534.4)
i | Rods: Stainless Steel 302

76.2 (3) 133.4 (5.25) (130.3 (5.13) | 233.4 (9.19) 114.2 (4.50) |217.4 (B8.56) | 45.4 (445.4) 54.4 (534 .4)

101.6 (4) 184.2 (7.25) |155.7 (6.13) |284.2 (11.19) | 139.7 (5.50) |268.2 (10.56) |36.32 (356.3) | 54.4 (534.4)

184 2 57 25y l4g1 4 o7 13y lma 185 4 8 E0y 3400 2y SA4 4 sETA AY
184 24{7.25) 1818713 33 1551 {5,520} |312.0 23 S4.4{534.4)

Cable - Tec Manufacturers Of High P ance Control Cables
Tel: 01623 440398 Fax; 01623 440142 E-mail: sales@cable-tec.co.uk



ble - Tec Manufacturers Of High P rmance Control Cables

Building a Part Number
Quick Disconnect LD

A
3 SERIES L 010/ (a3 Jof | [ [ [ [ []

Overall Length in MM
& Light Duty & Temperaﬂur.e Range:
& Exposed Core 54 to #1077C Std. Conduit Fitt T
& 76mm (3"} Bend Radii (HP) . Hsp‘ ":° ”ff’ © ';e"il . ondult Fitting Type:
& 152mm (6") Bend Radii (Solid Core) D Cotertow Backlash. 0 = Plain
& Applications: engine RPM, or where Blegst FleI:il:ill-I::. 2 = Bulkhead
coarse or fine adjustments are needed. : Conduil Colour: Head Type: | 3 : g:}am;’d
Dark Mareon - HP Gable Std 00 Mone - Cable Only 5 = Shoulder
Gloss Black - HEFT2 90 Vernier - Black Button - Black Knob
92 Vernier - Black Button - Black Knob
94 Vernier - Red Button - Black Knob |
R 73 Positive Lock - 3° Travel o
e - 75 Positive Lock - 5° Travel Conduit Size:
L 0 = 7.84(.31" ) dia. Std.
: Cable type: 2 = 6.60(.26") dia. Light Duty

3/4-16 20

0 = Solid Core (3 Series only)

1 = Hi-Performance

2 = Marine

3 =HEFT2 (High performance & High Temperature)
4 = Marine HEFT2

Notes:

Fitting and hardware material for a 100.33X9X . LENGTH cable.

Conduit fittings:

Disconnect Hub = Aluminium
Bulkhead = Aluminum

Clamp = Siainiess Siss! 303

Shoulder = Steel with Zinc plate

Hardware (Nuts/Washers): Steel with Zinc plate

. Rods: Stainless Steel 303
5 OVERALL LENGTH IN INCHES — 800
To Order
Vernier and Posilive Lock cable conlrol heads may be ordered as acomplele
assembly (head and cable attached) or separately. Order the desired control
head using the two digit number 0,92 94 73 or 75 (Positive Lock head)
Order the cable using the five digit number from “Building a Part Number™.
To order a complete assembly, combine the control head number with the
desired cable number. Example: if you desire control head No. 84 and
cable No. 33092, then combine to make the assembly
part Mo.: X84-33082-length.

Cable - Tec Manufacturers Of High Performance Control Cables
Tel: 01623 440398 Fax; 01623 440142 E-mail: sales@cable-tec.co.uk

Load Rating: Maximum 20lbs. Is recommended.



Cable - Tec Manufacturers Of High Performance Control Cables

Building a Part Number

Quick Disconnect HD //\
SSeRIes| oo o sl

& Heavy Duty & Temperawl:e Range: ‘ ‘ Overall Length in MM
& 78mm (3°) Band Radii (HP) ':: o :.;D; g 3“"'2
- - . =54 to + ® eft
& 152mm (6" ) Bend Radii (Sclid Core) & HP=Low Backlash, CDndUI! Fitting Type:
& Applications: engine RPM, or where h .
High Efficiency. 0 = Plain
coarsa or fine adjustments are neaded.
Best Flexibility. 2 = Bulkhead
& Eonkd;it Cnlour'_:“:. cable <1 Head Type: 3 =Clamp
Gloss Black - HEFT2 00 None - Cable Only 5 = Shoulder
90 Vernier - Black Button - Black Knob
92 Vernier - Black Button - Black Knob
113 (287 94 Vernier - Red Buttan - Black Knob
I _BDA - si037 73 Positive Lock - 3° Travel o ) S
" | lo.4) UNF-2A ] 75 Positive Lock - 5* Travel Cable Travel: (Specified in inches)
T : 1.2 or 3°.
P @_LED_LF”:'_% Cable type:
( ’ I, | 0 = Solid Core (3 Series only)
: ! T p— o o '___ 1 = Hi-Performance
HEAD OPTIONS ARE AS | ?/15-20UHF-EA - FULLY DXTENDED :il.ll 3 =HEFTZ (High performance & High Temperature)
3SRS LIGHT DUTY )
(PREVIOUS PAGE). A Hotes:

[ (5.4)  UNF-ZA

125
- i"’ 37 B #1032 Fitting and hardware material for a 100.33X9X.LENGTH cable.

Conduit fittings:
| Disconnect Hub = Aluminium
250D1A .0 | I | Bulkhead = Aluminum
{6.4) i..— “ —J - & Clamp = Stainless Steel 303
L 'E.

_ Fouy BeNotd aa Shoulder = Steel with Zinc plate

Hardware (Nuts/Washers): Steel with Zinc plate

S PECIFICATIONS Rods: Stainless Steel 303
Travel Bujhead End Clamp End
DIM B DIM -G~ DIM - D" To Order
MM/ {Inch) MI‘-.I."[Inch] MM {lnch] MM/{Inch) MM{Inch) Vernier and Positive Lock cable control heads may be ordered as acomplete
25.4 (1) 76.2 (3} 125.5 (4.94) | 58.7 (2.31) | 108.0 (4.25) 1 assembly (head and cable attached) or separately. Order the desired control
| . B - B . | - head using the two digit number 0.92,94.73 or 75 (Positive Lock head).
50.8 (2) 101.6 (4) 176.3 (6.94) | B4.1(2.31) | 158.8 (6.25) Order the cable using the five digit number from “Building a Part Number”.
To order a complete assembly, combine the control head number with the
76.2 (3) 127.0 (8) 227.1 (8.94) | 109.5 (4.31) | 209.6 (8.25) desired cable number. Example: if you desire control head No. 94 and
- . cable No. 03338, then combine to make the assembly
Load Rating: Maximum 20Ibs. Is recommended. part No.: X94-33092-length.

Cable - Tec Manufacturers Of High Performance Control Cables
Tel: 01623 440398 Fax; 01623 440142 E-mail: sales@cable-tec.co.uk



Cable - Tec Manufacturers Of High P

& Heavy Duty
& 127mm (57) Bend Radii
& Applications: engine RPM, or where

coarse or fine adjustments are needed.

HEAD OPTIONS ARE AS — <
3SRS LIGHT DUTY )

Quick Disconnect HD

& Temperature Rangaea:

-54 to #107°C Std
-54 to =149°C Heft2

& HP=Low Backlash,

High Efficiency,
Best Flexibility.

& Conduit Colour:

Dark Marcon - HP Cable Std.
Gloss Black - HEFT2

150 (38.1) a0

LTTLE L
-

219
—— {58 -.3q0m 1878
6 N4

S PECIFICATIONS

Travel Bulkhead End Clamp End
DIM = A" DIM "B~ DIM “C” DIM “D~
MMi{Inch) | mMMiinch) MM/{Inch) MMi{Inch) MM/(Inch)
25.4 (1) 79.5(3.13) |131.8(5.19) | 63.5(2.50) | 115.8 (4.56)
50.8 (2) 104.9 (4.13) [182.6 (7.19) | 88.9 (3.50) | 166.6 (6.56)
76.2 (3) 130.3 (5.13) |233.4 (9.19) | 114.3(4.50) | 217.4 (B.56)

Load Rating: Maximum 20lbs.

Cable - Tec Manufacturers Of High P

Is recommended.

ance Control Cables

Building a Part Number

00 (o4 HEE

Overall Length in MM

Conduit Fitting Type:
2 = Bulkhead
3 =Clamp

T

Head Type:

00 None - Cable Only

90 Vernier - Black Button - Black Knaob
92 Vernier - Black Button - Black Knah
94 Vernier - Red Butlon - Black Knob
73 Positive Lock - 3* Travel

75 Positive Lock - 5° Travel Cabie Travei: {(Specified in inches)

1.2.3°.

Cable type:

1 = Hi-Performance

3 = HEFT2 (High performance & High Temperature)

Notes:

Filting and hardware material for a 100.04xx9.l ENGTH cable

Conduit fittings:

Disconnect Hub = Aluminium
Bulkhead = Aluminum

Clamp = Aluminum

Hardware (Muts/Mashers): Steel with Zinc plate

Rods: Stainless Steel 303

To Order

Vernier and Positive Lock cable control heads may be ordered as a complete
assembiy (head and cabie atiached) or separaieiy. Order the desired coniroi
head using the two digit number 0,92,94,73 or 75 (Positive Lock head).

Order the cable using the five digit number from “Building a Part Number".
To order acomplete assembly, combine the contrel head number with the
desired cable number. Example: if you desire control head No. 94 and

cable No. 04339, then combine to make the assembly

part No.: X94-04339-length.

ance Control Cables

Tel: 01623 440398 Fax; 01623 440142 E-mail: sales@cable-tec.co.uk



ble - Tec Manufacturers Of High Performance Control Cables

HP Tension Building a Part Number

L Colof (sls| | [ J LI [ | ]

& 3.4 and 6 Series Available & Temperature Range: A
& Improved Boot Seals. 54 to +107°C Std. Overall Length in MM
& Tear Resistant Silicone Boots, -54 to +149°C Heft2
& T6mm (3" ) Bend Radii & Low Backlash
& HP Polymer coated 1x19 Core. & HP Coated Core and Polymer Liner. Conduit Fitting Type:
& 10-32 Rod Threads (M5 available). & Conduit Colour: 2 =Bulkhead
Dark Maroon - HP Cable Std. . 3=Clam
Cable Travel: P
Gloss Black - HEFT2
1.2,34.5
Cable type:
1 = Hi-Performance
3 = HEFTZ2 (High performance & High Temperalture)
. — —— 1K
— #1037 UN-24 :!5 il 32 AT —
\ wlif) F
R A
o
1.25 | 250
— gk "0
70620 UNG-2A
. o MITTRIVEL ___ 1 + VDRI _
— OVERALL LENGTH IN INCHES — el
MNotes:
Eitting and hardware material for a 100.35XXX.LENGTH cable.
SPECIFICATIONS Conduit fittings:
= = = = — = ] Bulkhead = A um
Travel Bulkhead End Clamp End Operaling Loads L L ) . R
DIM =A" DIM "B~ Push Pull Clamp = Stainless Steel 303
| MM/(Inch) | MMi(Inch) | MMi{inch) Ka/(N) Kg/(N}
28B4 112.8 (4.44) | 95.3(3.75) o 54.4 (533.9) ! Hardware (Muts/Washers): Steel with Zinc plate
50.8 (2) 150.9(5.94) 133.4 (5.25) [¥] 54.4 (533.9)
T6.2 (3) 189.0 (7.44) |171.5(6.75) o 54 4 (533.9) Rods: Stainless Steel 303
101.6 (4) 227.1 (8.94) | 209.6 (8.25) 0 54.4 (533.9)
127.0 (5) 265.2 (10.44) | 247.7 (9.75) i} 54.4 (533.9)

Cable - Tec Manufacturers Of High Performance Control Cables

Tel: 01623 440398 Fax; 01623 440142 E-mail: sales@cable-tec.co.uk



Cable - Tec Manufacturers Of High P

\u_® .
o/

& 3.4 and 6 Series Available & Temperature Range:
& Improved Boot Seals, <54 to +107°C Std.
& Tear Resistant Silicone Boots, -54 to +149°C Heft2
& 127mm (5°) Bend Radii & Low Backlash
& HP 1x19 Core, & Polymer Liner.
& 1/4-28 UNF Rod Threads (ME available). & Conduit Colaur:
Dark Maroon - HP Cable Std.
Gloss Black - HEFT2
) —h— e 3 U2
T /418 UNETA <%} ALY 1423 UNF-2h
_—
" .
1.25
318
e 5610 BNE-24
o MnTRAE | L g MR
OVERALL LENGTHINMM —————————————*=
S PECIFICATIONS
Travel Bulkhead End | Clamp End Oparating Loads
DM = A" DM “B~ Push Pull
MM/{Inch) | MM/iInch) MMAInch) Kg/(N) Kgi/{N)
25.4 (1) 1191 (4.69) | 103.1 (4.06) o 104.3 (1023)
50.8 (2) 157.2 (6.19) 141.2 {5.56) [ |104.3 {1023)
76.2 (3) 195.3 (7.69) | 179.3 (7.08) 4] |104.3 (1023}
101.6 (4) 233.4(9.19) | 217.4 (8.56) 0 104.3 (1023)
127.0 (5) 271.5 (10.69) |255.5 (10.06) 0 104.3 (1023)

Cable - Tec Manufacturers Of High Performance Control Cables

mance Control Cables

Building a Part Number

o/0] [4]5] |

LT 0]

Cable Travel:
1,2,3,4.5

Cable type:
1 = Hi-Performance

Overall Length in MM

Conduit Fitting Type:
2 =Bulkhead
3=Clamp

3 =HEFT2 (High performance & High Temperature)

Notes:

Fitting and hardware materiai for a T00.45XXX.LENGTH cablie.

Conduit fittings:
Bulkhead = Aluminium
Clamp = Aluminium

Hardware (Nuts/Washers):

Rods: Stainless Steel 303

Steel with Zinc plate

Tel: 01623 440398 Fax; 01623 440142 E-mail: sales@cable-tec.co.uk
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HP Tension Building a Part Number
agrfirpalrs
CRICy | _Jofoflefs| [ [ J [ [ [ [ [}
& 3.4 and 6 Series Available & Temperature Range: | ‘ —~ - g1 mama
& Improved Boaot Seals 64 to «107°C Std. Cveraii Lengin in Mivi
& Tear Resistant Silicone Boots -54 to +149°C Heft2
& 177.8mm {77 ) Bend Radii & Low Backlash
& HP 1x19 Care. & Polymer Liner. Conduit Fitting Type:
& 5/16-24 UNF Rod Threads (M8 available). & Gonduit Colour: 2 = Bulkhead
Dark Maroon - HP Cable Std . 3= Glamp
Gloss Black - HEFT2 Cable Travel:
1,2,3,4,5
Cable type:
i1 = Hi-Performance
3=HEFTZ2 (High performance & High Temperature)
1.7% ___ 29
— 51654 UNF2A 45 = S0 -8 L 516 UNFDE —
- 15 L . "'l o=t
[35.8) \ s :g:
= 11104 UH:-2A
B g e T
- — ———————— OVERALL LENGTH IN MM - — e
Notes:
Eitting and hardware material for a 100 65XXX.LENGTH cable,
SPEClFlCATfDNS Conduit fittings:
Travel Bulkhead End | Clamp End Oparatlng Loads Bulkhead = Alum.in.ium
YRS GIYECH By =T Clamp = Aluminium
MM{Inch) | MMiInch) MM /(Inch) Kg-'lfN] Kag/f(N)
25.4(1) 130.3 (5.23) | 112.8 (4.44) o -i31.4 arre) Hardware (Nuls/Washers): Sleel with Zinc plale
50.8 {2) 168.4 (6.63) | 150.9 (5.94) 0 181.4 (1779)
TE.2 (3) 206.5 (8.13) | 189.0 {7.44) 0 181.4 (1779) Rods: Stainless Steel 303
101.6 (4) 244.6 (9.63) | 227.1(B.94) 1] 181.4 (1779)
127.0 (5) 282.7 (11.13) |265.2 (10.44) 0 181.4 (1779)

Cable - Tec Manufacturers Of High Performance Control Cables
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PTO Cables Building a Part Number

SERIES | o0 55000 (T

L

& Power Take O Operation & Temperature Rangs: Overall Length in MM
& 2.3(.093") @ Stainless Steel Core 54 to +107°C Std.
& Full 127 (5*) Travel & Polymer Liner,
& 152.4mm (6°) Bend Radii & Conduit Colour:
Dark Maroon = HP Cable Std.

/1620 2L - A1 )
1% 50U CORE
24

= 3 g } » e——

Notes:

Fitting and hardware material for a 000.35000.LENGTH cable.

Conduit fittings:
Universal = Aluminium

Hardware (Nuts/MWashers): Steel with Zine plate

Cable - Tec Manufacturers Of High Performance Control Cables
Tel: 01623 440398 Fax; 01623 440142 E-mail: sales@cable-tec.co.uk
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RVC Cables Building a Part Number

_ofof fafsl7 | [ | | |

L_J .—I ™ L

& Remote Valve Control Operation & Temperature Range: H
& Fits Competitor RVC controls -54 to +107°C Std. Overall Length in MM
& HP Cable Construction -54 to +149°C Heft2
& 127mm (5°) Bend Radii & Low Backlash
& 1/4-28B UNF Rod Threads & Polymer Liner. Conduit Fitting Type:
& Conduit Colour: 93 = Universal
Dark Maroon - HP Cable Std. 95 = Clamp
Gloss Black - HEFT2 94 = Bulkhead
3406 UNFA
by Cable type:
— e Vel - 1= Hi-Performance
,'E" - - = = = = L____."_th;?__ 45793 - Length 3 =HEFT2 (High performance & High Temperalure)
L s
— Note: Requires special conmection kit
OVERALL LENGTH IN MM not Felsted Brand Standard
BFTRACTED EXTENDED
e 1 IES5= . n ~
S - - ——— - — s _—?eE".—E[;E:‘— =={===45795 - Length
» , L=
1 17428
[ LENGTH | MNotes:

Fitting and hardware material for a 100.457XX.LENGTH cable.

Conduit fittings:

Universal = Steel with Zinc plate

—— s Bulkhead = Aluminium
Ll o LAIEAURS Ciamp = Aluminium
e (== === === 45795 - Length
1
I 1/a2 a2 Hardware (Nuts/Washers): Steel with Zinc plate

— LENGTH S — W m Ly
Rods: Stainless Steel 303

Cable - Tec Manufacturers Of High Performance Control Cables
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rmance Control Cables

“A" THD. B~
%&
/ .

Clevises ~
. S
O o 1 P
-E T c
—
Part No.: A B [ D E
wpn
A" THD. MMI(Inch) [MMi{Inch) MM/(Inch) [MMi{inch)
3 Serias
i in- 10.32 48 5.6 26.4 39.7
Conduit Clip: 380031 | yne.2s | (ane) | (132) (1) (1-9/16)
1/4-20 UNC-2— e sea0az | 102 o o e 5o
UNF-2B (1/4) (9/32) (1-1/4) (2}
. B 10-32 7.9 8.7 36.5 57.2
TYPE A ~ 690032 | yypom | (5M8) | (11/32) | (1-716) | (2-1/8)
M C 4 Series
]f - 49005-1 1/4-28 6.4 74 31.8 50.8
r—"’D" HD UNF-2B (1/4) (9/32) (1-1/4) (2)
! 49044-1 1/4-28 12.7 14.3 47.6 76.2
UNF-28 (1/2) (9/16) (1-7/8) (3)
A B c D E
PartNo.: | Type Lﬂl\.‘.‘(ln:h] MM (Inch) MMAInch) MMi(Inch) [MMJ(Inch) 69003-3 J;‘F'_zzaa [:{ﬁm (1?;;2] [1_3:;'1553 [25_71'51
S— 11.9 14.3 1/4-28 246 BSeres
10-32 : % . k
. ’ 5/16-24 6.4 74 31.8 50.8.
39006 A ‘ UNF-2B ‘ (15/32) (9/16) | UNF-2A | (31/32) 40033 | FC0 e (0/32) o) e
4 Series 5/16-24 12.7 14.3 476 76.2
. 49044-2 - : ' g '
49006 A 1/4-28 1.9 14.3 1/4-28 24.6 UNF-2B (112) (9/16) (1-7/8) @
Type B UNF-2B | (15/32) | (9/16) | UNF-2A | (31/32)
- - s9003.1 | 5/16-24 7.9 8.7 36.5 57.2
49007 A U’JL‘ZSB U;i] [2?2;; 3::?: ‘3211'3"‘2} UNF-2B | (5M16) | (1132) | (1-T118) | (2-1/4)
Part No.: 36064-1  Sories 59034 5/16-24 1.1 12.7 47.6 73.1
UNF-2B | (7/186) (172) (1-7/8) (2-7/8)
69007 | A | 5/19-24 13.5 17.5 | 5/16-24 | 28.5 ciae aa c aa a ] g9 ¢
T " | UNF2B | (17/32) | (11/16) | UNF-2A | (1-1/8) 89003-2 | W E0Y e e i
. . UNF-2B (3/8) (7/16) (1-5/8) (2-142)
8 Series
3/8-24 9.5 11.1 41.3 63.5
. 89003-1
Notes: ‘ UNF-28 ‘ (3/8) ‘ (7/16) ‘ (1-5/8) ‘ (2-1i2)
) ) Specials
The 5360i3-1s made from a polymer and differs to the g-24 12.7 14.3 476 76.2
illustration shown. 40044-3 UNF-2 (1/2) (9/16) (1-7/8) (3)
40044-4 1/2-20 127 143 476 76.2
We offer a huge variety of other hardware not shown here, so if you're UNF-2 (1/2) (9/16) (1-7/8) (3)
requirement is not listed please calll 90341 3/8-24 111 12.7 47.6 73.1
UNF-2 (7116) {142} (1-7/8) (2-7/8)

Cable - Tec Manufacturers Of High Performance Control Cables
Tel: 01623 440398 Fax; 01623 440142 E-mail: sales@cable-tec.co.uk



rmance Control Cables

Terminal Eyes Clip Bracket
vA"DIA
\, <"B"DIA,
,D g "T,}:—;-.;
. o
& £
T [ a B c o £ . oA 8 | ¢© o 3 T A i B c I o 3
Part No.: ype Llh.i.':]nnh; MM/(Ineh) MM/(Inch) LU!M.-'(Inch] MM/(Inch) Part No.: LMM.-'[lncm MM/{Inch) [MM/(Inch) MM/(Inch) MM/(Inch) Part No.: YPE  MmMiineh) [MMi(inch) MM/(Inch) MMi{Inch) [MM/(Inch)
3 Series 3 Series 3 Series
28 6.4 4 7.9 14.3 10-32 3.2 15.9 9.5 47.6 7.5 9.5 6.4 15.9 30
390111 B (7/64) (4) | (s32) | (s118) | (ar1e) 490044 | e og | (18) (5/8) (38 | (1-718) 30121 8 (2132) (318) (114) (508) | (1-7132)
2.8 6.4 7.5 7.9 17.5 4 Series 75 9.5 6.4 15.9 30
39011-2 B 30399 B .
(7/64) (1/4) {19/64) (5/16) (11/16) 490041 1/4-28 7.9 15.9 9.5 47.6 (9/32) (3/8) (1/4) (5/8) (1-7/32)
36050-1 s 28 7.9 4.0 7.9 14.7 UNF-2B | (5/16) (5/8) (3/8) (1-7/8) 30004-1 R 5 9.5 6.4 15.9 33.3
i (7164) (5/16) (5/32) (5/18) 916 490042 1/4-28 12.7 15.9 a.5 476 {Stainless) (9/32) (3/8) (1/4) (5/8) (1-5/18)
39050-2 B 28 7.9 7.5 7.8 17.5 UMF-2B {1/2) (5/8) (3/18) {1-7/8) 39004-2 N 75 9.5 6.4 15.9 333
) (7/64) (5/16) (19/64) (5/16}) (11/16) 49004-3 1/4-28 6.4 15.9 9.5 47.6 Fiuiwd sivei} {8132 (318} {iid) (5/8) {1-5/18)

2o0as R 10-32 64 5.2 8.3 15.9 UNF-28 (1/4) (5/8) (318) (1-718) o0te R 75 9.5 5.4 159 58.7

UNF-2B (1/4) (13/64) | (21/64) (5/8) 6 Series (9/32) (3/8) (174) (5/8) | (2-5/16)
30045 A 10-32 7.9 9.5 9.5 238 £9004-1 5/16-24 9.5 15.9 9.5 47.6

UNF-2B (5116} (3/8) (3/8) (15/16) UNF-2B (318) (5/8) (3/8) (1-718) )
4 Series so00ss | 511624 | 7.9 15.9 9.5 418 Field Clamp
49008 N 1/4-28 6.4 10.3 12.7 27.0 UNF-2B | (5/16) (578) (3/8) (1-7/8) ) .

UNF-2ZB (1/4) {13/32) (112) (1-1/16) 59004-3 5/16-24 12.7 15.9 9.5 47.6 "7 i" Va
490061 N 1/4-28 5.4 79 12.7 246 UNF-28 (1/2) (5/8) (3/8) (1-7/8) [

UNF-2B (1/4) (5/186) (1/2) (31/32) sannga | 5/16-24 6.4 15.9 9.5 47.6
40011 A 1/4-28 6.4 5.2 1.4 19.1 UNF-28 | (114) (5/8) Br8) | (1-7/8)

UNF-2B (1/4) (13/64) (7116) (3/4)

1/4-28 79 48 14.3 21.4
50061-1 A .

UNF-2B | (5/16) (3/16) (9/18) | (27/32) 1201
6 Series
50061.2 A 5/16-24 79 48 14.3 21.4

UNF-2B (5/16) (3/16) (9/16) (27132)

™ Part No.: 39030-1

Cable - Tec Manufacturers Of High Performance Control Cables
Tel: 01623 440398 Fax; 01623 440142 E-mail: sales@cable-tec.co.uk
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“C" DIA.

i

= -
A, 3
-
e
_ A B c D E
part Mo | Type | B c Part No-: Mrneh) MMiInch) MMA(Inch) MMidneh) MM/(inch)
art No.: YPE  MM/(Inch) MM/(Inch) IMMi{Inch) -
L 3 Series
3 Series 9.5 25.4 5.2 12.7 38.1
20103 ‘ A ‘ 2.8 ‘ 7.9 ‘ 7.9 38001 (318) ‘ (1) (13/64) (1/2) (1-1/2)
(7/64) (5/16) (5/16) y—
4 Series 127 25.4 56 127 EER]
40081 A 48 7 7.9 49001 (112) ) 32y | () | (12
(316) (5/16) (5/18) —
0 Serias
4.8 6.4 11.1 14.3 31.8 7.1 15.9 41.3
49043
5 (3186) (114) (18 | 89001 | ane) | (1-114) | (er32) (5/8) (1-5/8)
Shifter Cable Connection Kits =
= i
c g
Kit No_: A THD B DIA L. . R D THD E
Rili{inch)
1/4-28 7.9 12.7 10-32 3.2 %
50030 \
UNF-2B (5/16) (1/2) UNF-2A (1/8) = |
5116-24 78 s 1/4-20 3z A
50035 | ynp2B | (5M6) | (1-174) | UNc-2A | (@) = =)
10-32 79 254 10-32 32
59033 | ynpze | (518 (1) UNF-2A | (1/8)

=
=

Shim

‘:A" DIA.

@/’ “A" THRD.
Dli

) A B [+ o E
Part NO- pyimiiineh) MM/{Inch) MMi{Inch) MM {Inch) MM/(Inch)
3 & 4 Series

5.2 25.4 127 2.4 381
90002 | aen | ) ‘ (1/2) ‘ GBr2) | -z
E Seriss
75 31.8 15.9 2.0 44.5
69002 (9/32) (1-1/4) (5/8) (5/64) (1-3/4)
-“D" THRD.

Tel: 01623 440398 Fax; 01623 440142 E-mail: sales@cable-tec.co.uk
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Cable-Tec

Unit B, Junction Mills
Kirkby Folly Road
Sutton-in-Ashfield
Nottinghamshire
NG175HN

Website: http://www.cable-tec.co.uk
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